
 

IMPORTANT SAFETY INSTRUCTIONS 

1. Read these instructions. 
2. Keep these instructions. 
3. Follow all instructions. 
4. Installation should be done only by qualified personnel and conform to all local codes. 
5. Use only installation methods and materials capable of supporting four times the maximum specified load. 

 
 
DESCRIPTION 

The SP01-146A and SP01-146B are 1.5-inch NPT extensions for Spectra Series pendant dome systems. The extensions are compatible 
with any mount or adapter with 1.5-inch NPT threads including the following Pelco mounts and adapters: 

 
IWM Series Spectra® wall mount 
SWM Series Spectra compact wall mount 
MRWA Wall mount adapter 
MRCA Ceiling mount adapter 

 
 
MODELS 

SP01-146A       12-inch (30.4 cm) extension Painted Pelco Light Gray  
SP01-146B        40-inch (101.6 cm) extension Painted Pelco Light Gray  
SP01-146A-SW  12-inch (30.4 cm) extension Painted Pelco White RAL 9003 
SP01-146B-SW  40-inch (101.6 cm) extension Painted Pelco White RAL 9003  
 

 
INSTALLATION 

1. Determine the mounting location. 
 

2. Install the IWM Series or SWM Series wall mount, the MRWA, or the MRCA. Follow the instructions supplied with the wall mount or 
mount adapter. 

 
3. Thread the 1.5-inch NPT extension pipe in the wall mount or mount adapter. 
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