PRODUCT SPECIFICATION

Spectra® Enhanced 7 Series IP PTZ Domes
SMR Stainless Steel HIGH-SPEED PTZ, 30X

Product Features

Environmental Stainless Steel Pendant
. Back Box: White RAL 9003, Polyurethane Powder Coated Finish

. Lower Trim Ring: Black Polyurethane Powder Coated Finish
. Type 316L Stainless Steel L.
o Meets NEMA Type 4X and IP66 Requirements Rl
System Model Numbers
Model Type BackBox/Trim Ring Lower
Color Dome
SM-S723US0-4152 Spectra Enh7 1080p 30x Pendant, environmental, | White RAL 9003/Pelco | Smoke
includes dome drive, backbox, and lower dome Charcoal Black
SM-S723US1-4152 [Spectra Enh7 1080p 30x Pendant, environmental, | White RAL 9003/Pelco | Clear
includes dome drive, backbox, and lower dome Charcoal Black
COMPONENT MODEL NUMBERS
High Definition (HD) Lower Dome
SM-LD7PSB-1 Environmental, Black, Smoked, 1080p
SM-LD7PSB-0 Environmental, Black, Clear, 1080p
SM-BB7PSW-4152 Pendant Environmental Backbox, White
RECOMMENDED MOUNTS/ACCESSORIES 8.52]
< (21.64)]
IDM4012SS-SW Mount arm feed-thru, stainless steel, RAL 9003 [
SM-PA4025W-2115 Pole mount adapter, stainless steel, RAL 9003
IWM-MKIT Marine Kit for Spectra wall mounts vl ' ™\
11.70|
(2972)

—————

(14.39)
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