Special Modification Request “SMR Question Of The Week. Stainless
Sarix Gen 3 Mini Domes in a Spectra Housing

David Marin, Sr. Manager- SMRs

Stainless Sarix Mini Domes

Did you know that we can offer Sarix Enhanced or Pr Generation Three Mini Domes
mounted in a Stainless Spectra housing?


https://emea01.safelinks.protection.outlook.com/?url=http%3A%2F%2Ftracking.pelco.com%2FTlWQu00010000Jm30w00rZ0&data=02%7C01%7Cscott.wright%40schneider-electric.com%7C5566bc755af5431f9bea08d6467874e8%7C6e51e1adc54b4b39b5980ffe9ae68fef%7C0%7C0%7C636773880513949868&sdata=i4X1eip7G818ed3%2FbIjzivPkMlNEoFORoKstStu46rU%3D&reserved=0

Moreover, did you know that this enclosure and the lower dome is also high-grade 316L
stainless steel for corrosive and marine environments? Meets NEMA Type 4X and IP66
requirements

This offer includes the Sarix camera, lower dome, and backbox. The backbox is painted
Pelco Light Gray, and the lower dome is painted Pelco Charcoal Black. The country of
origin is the United States for the Enhanced versions.

System Part Numbers:

System Part Description
Number
SM-IMP231R-4160 | Sarix Professional

IMP231-1ERS mounted in stainless Spectra backbox
and lower dome.

SM-IMP531R-4160 | Sarix Professional

IMP531-1ERS mounted in stainless Spectra backbox
and lower dome.

SM-IME32US-4160 | Sarix Enhanced

IME332-1ERSUS mounted in stainless Spectra backbox
and lower dome.

SM-IME38US-4160 | Sarix Enhanced

IME338-1ERSUS mounted in stainless Spectra backbox
and lower dome.

SMR Number 2-004160

For wall and pole mount applications, we offer the IDM4012SS stainless arm, and we
can supply a stainless PA402 as an SMR. Part number SM-PA402-2115
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